00FS

No software rroduct is bus frees andy unforturnatelus 0S/4+ is ro

excertion. This rade rerorts the known budsy omissionss etc.
in the current releases of 0S5/A+., FLLEASE read this and make
rnotes in wour manual sccordingle.

CAR [section 3.1y rade 141

The intrinsic command CARtridge currently makes rno check to see
if 3 cartridge actuslly is rresent in the sustem. Using the

command when no cartridde is sresent will cause the sustem to
*handg®.,

MOVING VERSION 2 TO DOURLE DENSITY [section 12.4, radge 1031

VERSION 2 ONLY! You can NOT use COFY (or anw variant of COFPY) to

transfer DOS.SYS to 3 newly cresated double dernsity disk unless wou
COFY it under & different name.

EXAMFLES THAT WORK?

1) COFY D1:D0S.SYS D2IGORF (This examele assumes that
REN D" {GORF DN2:D0S5.8YS drive 1 is configured to sinsdgle
density and drive two is

configured double dernsitw.)

2) REN I[11:D0S.SYS D1 :JUNK
SDCOFY D1 $JUNK

REN DI1{JUNK D1:D0S.SYS (ON SINGLE DENSITY DISK)
CONFIG 1D

REN [1:JUNK D1:D0S.8YS (ON DOUEBLE DENSITY DISK)

O0f course vwou can create [0S.5YS on wour double densitw disk
using INIT or INITHOELs see azaddendum sheet for detazils.



